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@ Top sensitive to the regulating € Steady regulation with small fluctuation
& Little leak in the balancing part @ The bellows works reliably with no leak.
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I @ No whistle noise € Long service life :
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B A General specifications

1. &R B Apply cold media: HFC-134a/HFC-1234yf;

2. M Apply oil: PAG/POE;

3. i HIEEE Applicable ambient temperature: -30°C~120°C;

4, ZEJT A Mode of action: HIHH kIR FR iR BE AN H N 77 o 428 il VA T &«

The refrigerant flow is controlled according to the temperature of the

temperature sensing part and the pressure at the low pressure side

5. WK adjusting mechanism: I8 B4 P 3 A 8 TR 22 SR b AT R, 4%

IR Bt [ R, U RGO, T AU A R EE R Adjust it by the

adjusting screw inside the valve body, the superheat will increase if it

is adjusted clockwise, and it will decrease if it 1is adjusted

anticlockwise.

6. 7oy 73  Filling mode: %% R ; According to customer requirements

7. BLRAF Joint size: #%ZJ'HEK; According to customer requirements
% $: 77 30 Connection mode: %% ' F3K; According to customer

requirements

9. P77 3 Balance mode: %% K ; According to customer requirements

10, bt #E % %E Static superheat setting: %% /7 ZRK; According

customer

requirements

11, 2Z23EEAT Installation position: ZZ &K #sZHA IS ; Inside of evaporator

assembly

12, %HARZS Installation status: AR R %34, faif W N #l RS e 90°.

It should not be installed downward. It is allowed to rotate 90 °

horizontally from bottom to top.




BRI MKEE Solenoid expansion valve
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LRSI K IR Solenoid expansion valve

9. 0VDC-16. 0VDC

bMRE: 2g/a Outer leakage: 2g/a

PR iZE 2% Connection ZRpsMEREE Connection ik | e | mKILEER
pipe at condenser side pipe at evaporator side o A (T) 71 (MPa)
iz Capac | Max. working
TR TLeh L3 Stati | ity pressure
Product BEAL | HRAL | BE Hole | #EWRAL - c (T (MPa)
Hole HAAL
model Feed Vent center Feed super
center ) Vent hole
) hole hole distanc hole heat
distance
e MPa
(MPa)
D D
35.1 T @ 9.40 | 27 + (0] R4
17+0. 1 17+0. 10 = M
0.10 -0. 10 0.10 17+0. 10 0 .
00 0 W o | B K
PRI TR/ R AR LS - TYCO 1-967644-1 Solenoid | 2 pi | Accor
valve mode: Normally open/close: Socket type: TYCO ok ding 0.35 + 0.05
1-967644-1 Accor | to a5 R 2%
AAES: 1.5R/T Refrigerating capability: 1.5R/T ding | Custo | sk 0.35+
DCQRFWH- ;
L 0A1 #ib it #EE. 0.137+0. IMPa Static super heat: 0.137% | to mer 0.05 or as
) 0. 1MPa custo | F€AUL | pep
Al HE: 12VDC Nominal voltage: 12VDC mer remen | cystomer
B th%. 8.5W Coil power: 8.5W requi requirement
remen
T{EH &5 H : 9.0VDC-16.0VDC  Working voltage range: .

E: AAFRBEASTE, BOHEFEAARS KRBT KR .

Note: Our company can design and produce other models Solenoid expansion valve according to customer

requirement.
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